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Unlimited expression with lightVIA Widespread Indirect Optics
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VIA

Via 4 patterns mud flange 
recessed drywall

Via is a collection of elegant linear luminaires offering a wide choice of form and function. 
Each Via family, scaled from a width of 1.5" up to 5", presents a sleek, linear form. Precision 
optics provide direct, indirect, wall and accent illumination – either singly or in combination. 
Via modules form continuous lines of light and fully luminous patterns, whether suspended, 
surface mounted or recessed in the ceiling and wall.

Via is constructed of extruded aluminum, with die-cast end caps and internal joiner 
hardware. LED cartridges provide both thermal management and easy maintenance. 
A broad range of installation and electrical options makes Via suitable for architectural 
applications of any complexity.
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Leveled Corners are 
used to form patterns 
in the the same plane, 
either ceiling or wall.

Outer Corners create 
a horizontal transition 
between two walls or 
vertical connection 
between the horizontal 
and vertical surfaces of 
a soffit.

Inner Corners create 
a vertical transition 
from a wall to the 
ceiling.

Patterns
Patterns of light transform individual luminaires into an architectural expression of 
intention, shape, and direction. Via offers fully luminous corners in three different 
configurations; together they enable Via to form lighted patterns in both two and 
three dimensions (consult LumenWerx for oblique lit corners).

LumenWerx uses high-performance mid-power LED 
technology and has developed optics specifically for 
this light source, in the compact scale and specialized 
light distributions of the Via family. These optical 
elements include precision catadioptric lenses, 
symmetrical and asymmetrical light guides, and 
smooth reflectors.
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VIA 1.5

Direct Indirect Direct/Indirect Asymmetric Wall Wash
Pendant    

Wall    

Recessed   

Recessed Wall 

Surface  

VIA 1.5 PLUS VIA 2 PLUSVIA 2

Integrated Track
Track systems, manufactured by others, 
can be installed in a Via 2 direct/indirect 
with or without LED integrated sections. 
Detailed specifications of the track 
system must be supplied.

VIA 1.5 & 2
Via 1.5 & 2 are available in all mounting configurations and light 
distributions. Despite their slim profiles, these Via luminaires 
provide ample and efficient direct and indirect illumination. As with 
all products in the family, both Via 1.5 and Via 2 can be arranged in 
patterns with lit corners in two and three dimensions.

Via 2 and Via 2 plus are also available in T5 & T5HO.

Widespread Indirect Optic 
(WIO) available for Via 2. 
For more detailed information 
see page 9.

1 1/2"

VIA 1.5

2 3/8"

VIA 2

3  1/32"

VIA 3

4 1/32"

VIA 4

5  1/32"

VIA 5

Widespread Indirect 
Light Distribution

Corners Via 1.5 Via 2
Inner  

Leveled  

Outer  

Standard Patterns
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VIA 2 PLUSVIA 1.5 VIA 1.5 PLUS VIA 2

Via 1.5 Plus recessed 
& Via 2 Plus recessed 67



Image - Jonathan Allen Studio, Via 4 recessed

VIA 3

VIA 3 (TechZone compatible)
Via 3 is available for recessed ceiling, pendant, surface and wall 
vertical mounting. A practical luminaire for general illumination, 
Via 3 provides effective direct, direct/indirect and wall wash 
light distribution. As with all products in the family, Via 3 can be 
arranged in patterns with lit corners in two and three dimensions.

Via 3 is also available in T5 & T5HO.

VIA 3, 4 & 5

Widespread Indirect Light Distribution

The LumenWerx Widespread Indirect Optic (WIO) uses two 
vertically oriented LED arrays that couple light into the edges 
of a linear light guide. A specially designed TIR/microstructure 
extracts light into the desired “batwing” distribution. Peak 
intensity hits at 125º while suppressing direct uplight. Peak-to-
zenith intensity ratio is 2:1, outstanding for a narrow luminaire. 
The Widespread Indirect Optic produces noticeably smoother 
ceiling brightness than a typical lambertian uplight distribution, 
permitting generally wider spacing as well.
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VIA 5

VIA 4

VIA 4

Via 4 is available in all mounting configurations 
and light distributions. Given its size, Via 4 is the 
choice for multiple luminaire configurations and 
high luminous efficacy. As with all products in the 
family, Via 4 can be arranged in patterns with lit 
corners in both two and three dimensions.

Via 4 & 5 are also available in T5 /T5HO & T8.

Via 5 is available for pendant, 
wall, surface, recessed ceilings, 
and recessed wall vertical 
mounting. As with all products 
in the family, Via 5 can be 
arranged in patterns with lit 
corners in both two and three 
dimensions.

VIA 5 (TechZone compatible)

Standard Patterns
Corners Via 3 Via 4 Via 5
Inner   

Leveled   

Outer   

VIA 5 Direct Indirect Asymmetric Wall Wash COB/MR
Pendant    

Recessed    

Recessed Wall 

Wall   

Surface   

VIA 4 Direct Indirect Direct/Indirect Asymmetric Wall Wash COB/MR
Pendant     

Recessed    

Recessed Wall 

Wall    

Surface   

VIA 3 Direct Indirect Direct/Indirect Asymmetric Wall Wash COB/MR
Pendant     

Recessed    

Recessed Wall 

Wall    

Surface   
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